Square bar, mill finish

-16 -
Complies with DIN 178 DIN EN 10278
Length = approx. 3 m
Test certificate EN 10204/3.1
Dimensions kg/mtr. Mat. no. | Mat. no. | Mat. no. | Mat. no. | Mat. no. | Mat. no. |Mat. no.
1.4021 1.4104 | 1.4301 1.4305 1.4404 | 1.4435 | 1.4542
3.0x 3.0 0.071 X
4.0 x 4.0 0.126 X X
5.0 x 5.0 0.196 X X
6.0 x 6.0 0.283 X X X
7.0 X 7.0 0.385 X X
8.0 x 8.0 0.502 X X
10.0 x 10.0 0.785 X X
12.0 x 12.0 1.130 X X X
14.0 X 14.0 1.540 X X
15.0 x 15.0 1.770 X X X X X
16.0 X 16.0 2.010 X X
18.0 x 18.0 2.540 X
20.0 x 20.0 3.140 X X X X X
22.0 x 22.0 3.800 X X
24.0 x 24.0 4.522
25.0 x 25.0 4.910 X X X
30.0 x 30.0 7.070 X X X X
35.0 x 35.0 9.620 X X X X
40.0 x 40.0 12.560 X X X X
45.0 x 45.0 15.900 X X
50.0 x 50.0 19.630 X X
60.0 x 60.0 28.260 X X X

Other grades and dimensions available upon request!

We can custom-make nearly every profile in a wide variety of grades.
In selecting the bar length, we can take into account the dimensions that are most economical for you.
Processing: aesthetic finish on all sides up to 600 grit
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